LATERAL LINING
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"{’/e. PURPOSE-BUILT, MODULAR TRAILER FOR LATERAL CIPP
& LINING TRAILER LT-20PRO
>>> MODULAR DESIGN >>> GLIMATE CONTROL

Configure your trailer to suit Insulated walls and

your needs. Accommodate ceiling plus roof-mounted

equipment'you already own air conditioner support

or choose from our standard
equipment packages

year-round operations
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>>> OPTIMIZED
STORAGE
Cabinets, tool boxes,
racks and wall hooks

>>> ONBOARD
PORTABLE POWER

securely store your Convienient slide out

supplies, tools, liner generator provides up to

and tubes 13,000w/220v of power
for even your most

demanding tools

STREAMLINE YOUR CIPP OPERATIONS FOR MAXIMUM EFFICIENCY.

When it comes to lining laterals, you often find yourself dealing with a wide range of site conditions and restrictions. The HammerHead

LT-20PRO lining trailer is designed to give you the versatility to adapt in ever changing job conditions. The LT-20PRO is designed based on
feedback from CIPP installers working in the field. The result is a mobile, climate-controlled workstation with all the storage, power and air
supply you need for most any lateral lining application. Its components are modular which allows you to configure your trailer to suit your

specific needs and can accommodate equipment you already own. Standard equipment packages are also available which include your

choice of inversion drum size, curing equipment, and reinstatement and drain cleaning tools.




MODULAR DESIGN. HammerHead® LT-20PRO CIPP trailers are
available for purchase outfitted with a standard equipment package.
Or for a trailer suited to your preferences, configure the LT-20PRO
with your existing equipment.

EQUIPPED TO GET THE JOB DONE. Insulated trailer walls and
ceiling and a roof-mounted air conditioner mean year-round utility.
The LT-20PRO is equipped with both internal and external air
connections and electrical outlets. It comes with a 13,000-watt
generator, 30-gallon air compressor and wet-out roller bed.

The LT-20PRO also includes a HammerHead exclusive vacuum
system for ease in vacuum-prepping liner.

EASY RELOCATION. The trailer’s unique equipment mounting
system keeps items secure while traveling and operating. Yet the
attachments permit easy unmounting when worksite limitations
require you to work remotely from the trailer.

SECURE STORAGE. The trailer's modular layout is designed to
maximize storage space. The generator is mounted to an external
slide-out, and the wet-out table mounts to the wall between jobs and
during transportation. Upper and lower cabinets give you room for
storing resin and cleaning supplies. Additional tool boxes, an
inversion hose rack and wall hooks for liner and calibration tubes
add to operational efficiency.

EQUIPMENT SPECIFICATIONS

SIGNATURE SUPPORT. You need more than just a manufacturer for
your trenchless operations — you need a partner. At HammerHead
Trenchless, it is our mission to help you succeed on every job. Our

customer service is available 24/7, so you always get your answers
when you need them. Our world-class, on-site training keeps your
crews confident and efficient. And when your job calls for a custom
solution, our team of industry experts is ready to help. At Hammer-
Head Trenchless, the most important feature of all our products is
the signature support that comes with it.

Exterior Dimensions L/W/H —ft (m)* 25/8.5/11 (7.6/2.6/3.4)

Air Conditioner — BTU 13,500 BTU

e | Interior Dimensions L/W/H —ft (m) 20/8/7.5 (6.1/2.4/2.3) Exterior Finish Pewter screwless panels
:_:' Curb Weight —Ib (kg)** 5,800 (2,631) Insulation Walls and ceiling
= Payload Capacity — Ib (kg) 4,000 (1,841) | Equipment Tie Downs Floor mounted d-rings and
£ [Tandem Torsion Axle — Ib (kg) 5,200 (2,359) = wall mounted e-track
= [Slide Out Generator 13,000 W, 110/220v E Coin-Grip Rubber Flooring Standard
& |Electrical Connections (16) internal 110v, (2) curb- b= ' Wet Out Roller Bed Standard
§ side 110v, (1) curbside 220v Professional Storage System Standard
5 [Air Compressor — gal (1) 30 (114), internal and CIPP Vacuum System Standard
external connections Complete Outfitter's Package Optional

*Exterior dimensions includes tongue and air conditioner. **Weight with standard equipment and accessories.

Full listing of all features and accessories is available on hammerheadtrenchless.com.

CALL 800.331.6653

FOR A FREE PROJECT CONSULTATION TODAY.

HAMMERHEADTRENCHLESS.COM

800.331.6653 (USA only) | international: +1 920.648.4848

Specifications are general and subject to change without notice. If exact measurements are required, equipment should be weighed and measured.

©2018 Earth Tool Company LLC. All Rights Reserved.

A Charles Machine Works Company




